


Technical Specifications:

Laser type: Sealed CO2 RF excited, gas consumption nil

Data entry and display: Video user interface with integrated control panel
and color VGA screen

Lines of text: Up to two lines per head

Character generation: Up to 2000/sec (single line) or 4000/sec
(substrate dependent) (twin line); up to 3300/sec (single line) 

or 6600/sec (twin line) with LEEP laser tubes

Line speed 820ft/min (250m/min)
(substrate dependent): 1310ft/min (400m/min) – LEEP lasers

Print formats: 5x5, 7x5, 7x9, PC font,Arabic font

Character height range: 0.04’’ up to 0.40’’ (1.0mm up to 10mm)

Standard Software Sequential numbering, batch numbering, full
features: clock options, password protection, user defined

symbols,WYSIWYG message entry

Message length: Up to 253 characters per message

Inputs: Shaft encoder, product detector, external
interlocks, fume extraction status monitoring,
plus two userconfigurable inputs

Interface: RS232 std., RS422 or RS485 optional

Outputs: Three colour status beacon kit, 3 voltage free relays
suitable for interface to line stop,Voltage free relays
for controlling fume extraction and compressed air
laserhead cooling, Two user-configurable outputs

Flexible conduits: 14’’ (4.3m) and 38’’ (11.5m)

Power requirements: 100-240 VAC, 6A, 50-60Hz (single head) 
100-240 VAC, 12A, 50-60Hz (dual head)

Air cooled laser head: Plant air required typically 3.5 SCFM 
(100 litre/min) at 10psi minimum
(duty cycle and ambient temperature dependent)

Control cabinet cooling: Ambient air-cooling with optional fan pack may 
be required for high duty cycle and high ambient
temperature

Environmental standard: IP56, NEMA 4

Operating temperature: 41-113˚F (5-45˚C)

Humidity: 10-100% non-condensing (operating)

Cabinet: Stainless steel

Dimensions: 30.5’’ high X 17.1’’ wide X 18.6’’deep 
(775mm high x 435mm wide x 472mm deep)

Weight: Approx. 146lbs (66kg)

Regulatory Standards: TÜV, CDRH, CE mark
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